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“Look for the White Top” 


<J-ni asbestos Roofing 


SIXTEEN REASONS WHY 

J-M ASBESTOS is the 
ROOFING YOU 
SHOULD BUY 

1. It is the “cheapest-per-year” roofing. 

2. It requires no coating or painting. 

3. It is the only permanently durable prepared 

roofing. 

4. It offers the best kind of fire protection. 

5. It is cheaper than shingles, tin, or sheet iron 

roofings. 

6. It is absolutely water-tight in all kinds of 

weather. 

7. It keeps the building warm in winter, cool in 

summer, comfortable always. 

8. It gives a neat and attractive appearance 

without paint. 

9. It cannot rust like metal roofings. 

10. It will not melt or crack like tar roofings. 

11. It has no gravel to wash off and clog outlets. 

12. It is the only roofing that does not depend on 

coating for weather protection. 

13. It can be applied by anyone. No special 

tools required. 

14. It comes all ready to lay — nails and cement 

included. 

15. It is adapted to all climates and weather con- 

ditions. 

16. It is now in use on the largest factory 

plants, institutions, farm buildings, etc., 
throughout the country. 
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Every Layer a Roofing in Itself'- 


Examine the Built-up Construction of J-M 
Asbestos Roofing. This Diagram tells 
the Story 
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book for the White Top^ 

J-M Asbestos Roofing 

AN ALL- MINERAL ROOFING 

J-M Asbestos Roofing is different from every 
other kind of prepared roofing. It is an all- 
mineral product, composed of pure asbestos and 
asphalt — both minerals. That is why it is in a 
class by itself^ as- all other ready roofings are made 
of wool felt, rag stock, paper pulp, and similar 
perishable materials. 

Why We Use Asbestos 

The value of any roofing material is measured by the service 
it affords. The service depends largely on the body felt. By 
using an indestructible body felt — pure, long-fibred asbestos — 
we produce a roofing that is 'practically indestructible. 

Asbestos was adopted as the base of our roofings, because 
our long experience with this material had taught us that if it 
were possible to produce a roofing all mineral, we would have 
the ideal roof covering, and one which would never rust or decay. 

Asbestos is a mineral rock, quarried in much the same manner 
as stone, yet when treated mechanically it yields soft, white, and 
exceedingly strong fibres. It is the ideal material for roofing, 
because it is absolutely fireproof and never needs painting to pro- 
tect it from the action of the weather, acids, or gases. 

The Asbestos used in J-M Roofing is produced at pur own 
asbestos mines in Canada — the 
largest in the world. 

Shingles, when first produced 
from first-growth timber, lasted 
a long time ; but since lumber 
has become scarce, good shin- 
gles are hard to get, very ex- 
pensive from the standpoint of 
durability, and the danger from 
fire is a serious drawback to 
their use. 


This cut shows the appearance of Crude 
Asbestos as it comes from the mines 
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Slate has always been recognized as an excellent roofing 
material, but it is too expensive in many localities and is not 
suitable for roofing, except on exceedingly steep roofs. All 
other roofings (except copper) depend on occasional cover- 
ing with paint, tar, gravel, slag or sand to maintain their 
otherwise very short life. The only exception to this rule is 
J-M Asbestos Roofing, which never requires painting, 

A Word About Asphalt 

Natural Asphalts, which have proven themselves to be 
dependable for both street paving and roofing, are used in our 
waterproofing composition. They are processed and refined in 
our own Refinery, under the direction of capable men who have 
had long experience. These Asphalts will not crack or split 
because of contraction in winter, neither will they run, shove, or 
drip under the most severe summer temperature. They are 
full of life, and will remain alive forever, due to their non-drying, 
non-oxidizing characteristics. A truly wonderful combination is 
indestructible Asbestos and indestructible Asphalt — then why not 
an indestructible roof ? 

The Saturation 

The waterproofing and life of any felt roofing largely depends 
upon the felt being properly saturated. The saturating compound 
used in the manufacture of J-M Asbestos Roofings is a dense, 
tough, rubbery product, capable of resisting water and weather 
indefinitely, and as the component parts are of a positively non- 
volatile nature, will never dry out and become hard or brittle. 
This material is of known value, as its successful use for a 
quarter of a century has so positively proven. 

The efficiency of J-M Asbestos Roofing does not depend en- 
tirely upon the waterproofing of the asbestos fabric, as is largely 
the case with roofings made of wool felt. In addition to the 
indestructible Asbestos Felt (which is completely and thoroughly 
saturated), a layer of J-M Asphalt Cement — in other words, a 
thick film of 'pure asphalt is applied between each sheet, thus 
making a composite fabric absolutely impermeable to water and 
unaffected by climatic conditions of any nature whatever. 
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Real Fire Protection 

Any building can be made practically fireproof by covering it 
with J-M Asbestos Roofing. This will prevent it from catching 
fire from without from sparks, cinders, or flying embers. If the 
building catches fire from within, this roofing will confine the 
fire and prevent it from reaching other buildings. 

The use of Asbestoside (described on page 37) will furnish 
additional fire protection — in fact, any building covered with 
both J-M Asbestos Roofing and Asbestoside will be as nearly 
fireproof as can be obtained, unless constructed entirely of fire- 
proof materials. This fire protection, which is one of the princi- 
pal features of Asbestos Roofing and Siding, cannot be secured 
with any other material sold at anywhere near the price. In 
fact, the fireproof feature costs practically nothing, while it 
reduces the fire risk to a minimum. 

The Famous J-M Fireproof Test 

On the following pages we show the results of a blow torch 
test which illustrate the fireproof qualities of J-M Asbestos 
Roofing as compared with one of the best wool felt roofings. 

Figures 1, 2 and 3 show a piece of J-M Asbestos Roofing 
which was placed within two inches of a powerful blow torch 
and the results photographed. The illustrations show that 
the roofing was intact after an exposure of 50 minutes to this 
intense heat. The board on which the roofing was fastened was 
barely scorched at the end of the test. 

Figures 4 and 5 show a piece of one of the leading “rubber” 
(wool felt) roofings subjected to test under exactly similar con- 
ditions. At the end of two minutes the roofing was all aflame 
and at the end of five minutes was burned entirely through — 
nothing being left of it at that point. Figure 6 shows how badly 
the board was burned through the roofing. 
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\ Permanently Durable without Painting 

Exposure to rain, snow, heat, or cold — in fact, any weather 
condition — has no effect on Asbestos Roofing because the ma- 
terial itself is indestructible. That is the reason J-M Asbestos 
f Roofing requires no painting. Paint could add nothing to its 
weather-proof properties or its durability. Decay and rust — 
the common enemies of other roofing materials — are unknown 
• with J-M Asbestos Roofing, the only prepared roofing that is 
'permanently durable. 

In spite of the claims made by many of the roofing manu- 
facturers that their product requires no painting, it is apparent 
that all organic roofings will rot and all metal roofings will rust, 
unless kept thoroughly painted. In other words, these roofings 
depend on paint — a very delicate and uncertain form of protec- 
tion from the weather. As roofings usually require painting 
every year or two to keep them in even fairly serviceable condi- 
tion, this continual painting adds considerably to the cost of the 
roofing without adding to its value. 

The elimination of painting and coating makes J-M As- 
bestos Roofing not only the “ cheapest-per-year ” roofing 
but much cheaper to use than any other roohng at any 
price. 

On page 15 we submit some comparative figures in proof of 
this claim. 
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, A Matchless 24- Year llecord 


NEWLON FOUNDRY AND MACHINE CO. 

A. P. Russell & Co., Grafton, W. Va., June 28, 1908. 

Buckhannon, W. Va. 

Gentlemen: Referring to your communication of June 5th, to 
Mr. E. E. Fuller, of Wheeling, W. Va., regarding the length of time 
that the H. W. Johns-Manvdlle Asbestos Roofing was in service on 
the Grafton Gas & Electric Light Co.’s plant of this city, would 
advise that the writer put it on in 1884. It was taken off this past 
spring — ^making twenty-four years which it was on the building. It 
was in very good condition when removed, being taken off for im- 
provements in buildings. Yours truly, 

C. O. Newlon, 

Mgr. and Treas. 
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An Actual Comparison 

FOR 8 YEARS 

Two Buildings of a Large Manufacturing Plant 

Building No. 1 — 130 squares 3-ply J-M 
Asbestos Roofing, at $3.00 per 
square, not including cost of labor 

laying $390 . 00 

Painting 000 . 00 

Total cost for 8 years $390.00 

Building No. 2 — 210 squares 3-ply Wool 
Felt Roofing, at $2.25 per square, 
not including cost of labor laying . . . $472 . 50 
Painting twice, at 90 cents per 
square each time, including labor . . 378 . 00 

Total cost for 8 years $850.50 

COST PER SQUARE FOR 8 YEARS 

3-ply J-M Asbestos Roof- 
ing $3.00 per square 

3-ply Wool Felt Roofing.. 4.05 “ “ 

Difference in favor of As- 
bestos Roofing $1.05 “ “ 

OR 

The wool Felt Roofing cost 35 per cent, more 
than 3-ply J-M Asbestos Roofing. Deprecia- 
tion of 3-ply J-M Asbestos Roofing, nil. Wool 
Felt required considerable 'patching at the end of 8 
years. 
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Attractive Appearance without 
Painting 

The white top weather surface of J-M Asbestos Roofing 
gives it a neat and attractive appearance — which cannot be 
secured with ordinary roofings which are usually black — with- 
out the additional cost of painting. “Look for the White Top.” 

Easily Applied by Anyone 

J-M Asbestos Roofing is shipped complete and ready to apply 
with nails and lap cement. Full directions accompany each 
shipment. A hammer and brush are the only tools necessary. 

An Excellent Insulator of Heat and Cold 

Asbestos, being the greatest practical insulator known, J-M 
Asbestos Roofing and Asbestoside do more than act as a mere 
protection against rain and snow. They keep out the cold in 
winter and the heat in summer, making the building comfortable 
at all times. In addition to the insulating value of Asbestos, the 
white top weather surface reflects the sun’s rays, which also tends 
to keep the interior of building cool and comfortable during the 
hot summer months. See letter below. 

Kept plant 20 degrees cooler than outside air 

PEOPLE’S ICE & FUEL COMPANY. 

Phoenix, Arizona, July 25, 1906. 

H. W. Johns-Manville Co., 

203 E. 5th St., Los Angeles, Cal. 

Gentlemen: Replying to your favor of the 21st inst. in regard 
to your Asbestos Roofing, which we have on our plant here, beg 
to state that during the extreme warm weather here, when the 
temperature reaches 116 degrees to 118 degrees, the temperature in 
our building is not over 95 degrees to 100 degrees, and we owe 
this to the excellent heat-resisting qualities of your Roofing, as I 
have been in other buildings here, that were covered with gravel, 
galvanized iron, etc., and there was but a few degrees difference 
between the temperature inside of the building and outside. 

Very truly yours. 

People’s Ice & Fuel Company, 

M. H. Stringer, C. E. 
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This is an important feature, particularly for buildings which 
are inhabited or which contain live stock, poultry, etc. In the 
case of such buildings the use of J-M Asbestos Roofing and 
Asbestoside will frequently result in doing away with artificial 
heat during a good part of the year when it would otherwise be 
required. 

Remember that J-M Asbestos Roofing and Asbestoside 
are the only materials which offer this protection. 

Adapted to All Climates and 
Weather Conditions 

J-M Asbestos Roofing contains no coal tar or similar products 
which are affected by extreme weather conditions; hence it will 
not “run” under extreme heat or crack from extreme cold. It 
is particularly adapted for tropical countries or where exposed 
to severe snow storms in cold weather. 

In some of the western states the temperature in summer 
varies from 110° at noon to 60° at night, or an alternate heating 
and cooling covering a range of 50° F. It has been found that 
J-M Asbestos Roofing is the only prepared roofing on the market 
which will withstand such extreme temperature variations. 


CUMMER ITMBER COMPANY 

Jacksonville, Fla., May 11, 1909. 

H. W. Johxs-Manville Co., 

100 William Street, New York, N. Y. 

Gentlemen: In reference to the roofing which you supplied for 
our plant here, would say that we have about seven hundred (700) 
squares on our buildings, which we bought about four years ago. 
It is in perfect condition, and we have had no repairs made to it 
since it was laid. 

We consider this roofing to be as good as any that we could have 
bought, and feel that it is absolutely fireproof. 

Yours truly. 

Cummer Lumber Company, 

By W. E. Cummer. 
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J-M Roofing Nails 

A special feature of J-M Roofing is the Double Galvanized 
Nail which we furnish. This nail has an extra large head, as 
shown in cut. It does away entirely with the 
unsightly tin cap ordinarily used, which quickly 
rusts out. This nail also insures a water-tight 
joint, as there is 410 leaking around the nail 
head, as with tin caps. J-M Galvanized Nails 
are made for us under our own specifications 
and by a special dipped process, the galvanizing 
material being much heavier than on any other 
nail of this class manufactured. At a recent 
trial it was found that J-M Galvanized Nails withstood an 
acid test of four times the duration demanded by the United 
States Government for wire, and these requirements are 
precisely the same as those of the Western Union and Postal 
Telegraph Companies. 

J-M Lap Cement, which is also furnished free with the Roof- 
ing, is far superior to the ordinary kind, and requires no heating 
or any preparation, being all ready for the brush. 

Every detail of J-M Asbestos Roofing has been most 
carefully developed and perfected as the result of an ex- 
perience of fifty years in this line. In buying J-M Roofing 
you are taking no chances, as we could not afford to put 
out anything but the best. Our reputation is at stake on 
every square of roofing we ship. 

J-M Roofing Brushes 

These are furnished in 2, 3 , and 4- 
knot brushes and in two grades; first and 
second; and will be found highly satisfac- 
tory for all roofing purposes. 

PRICE LIST. PAGE 45. 

WRITE FOR SPECIAL DISCOUNT 
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Best for Fire Protection 


eOVEUEO 




H.0. DOMAN et^S PMkNT, OSHKOSH . WIS. 

THIS BUILDING WAS ©OMPIETELY GUTTeO BY FIRE 
OerOBER 14. 1908, ANO^ THE ASBESTOS ROOFING 
PREVENTED THE FLAMES SPREADING TO OTHER 
BUILDINGS. THIS ROOFING, WHIGH WAS APPLIED 
8 YEARS BEFORE, V^AS IN EXCELLENT eONDITION 
ApfER THE FIRE. 
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Adapted to the Coldest Climates 

The following letter indicates the effectiveness of J-M 
Asbestos Roofing in keeping out extreme cold. It is written 
from Fort Fairfield, Maine, within a few miles of the Canadian 
border, where the temperature frequently drops to forty degrees 
(40°) below zero and the snowfall is six feet deep during the 
winter season. 


D. W. HAINES 

WHOLESALE DEALER IN 
AROOSTOOK POTATOES 

Fort Fairfield, Maine, May 8, 1909. 

H. W. Johns-Manville Co., 

Boston, Mass. 

Bear Sirs: I have used your 4-ply roofing and 3-ply siding on 
my potato storehouses. One has been on five years and one three 
years, and I consider it the best covering on the market. The Asbestos 
seems as good to-day as when it was put on. It is not only cool in hot 
weather, but it is warmer in cold weather than any covering I know of. 
I do not use one-fourth the fuel in the houses covered with Asbestos as I 
do in the houses covered with heavy sheathing paper and shingles and clap- 
boards. There is a number of other buildings covered with your Asbestos 
in this vicinity and I think they all feel as I do, that it is the best covering 
on the market. 

Yours very truly, 

D. W. Haines. 


Same Insurance Hate as Metal Hoofing 


D. AUERBACH & SONS 

MANUFACTURERS OP 

FINEST CANDIES, CHOCOLATES AND BON-BONS 

334-336 West Thirty-ninth St. 

New York, February 6, 1909. 
The Rosed ale-Redd away Belting & Hose Co.. 

Euclid Ave., Newark, N. J. 

Gentlemen: Referring to your inquiry dated February 5th. we are 
pleased to inform you that Asbestos Roofing, such as we had applied by 
the H. W. Johns-Manville Co., takes the same rate as a metal roof with 
the New York Fire Insurance Exchange. 

As for our own experience with this sort of roofing, we find it far superior 
to anything we have ever used, resisting the action of steam, the acid 
fumes, and well sustaining the average wear of foot. 

Yours truly, 

D Auerbach & Sons. 


23 


(J-m asbestos Roofing 



24 





“jjooh for the White Top^ 

Specifications for J-M Standing Seam 
Asbestos Roofing 



Description. — ^For steep roofs on dwelling houses, bunga- 
lows, barns, and other buildings where the design requires a line 
effect or some relief from the ordinary flat surface, we recom- 
mend J-M Asbestos Roofing being applied with the standing 
seam which may be secured by placing over the roof boards half- 
round wooden strips, running the same from the peak to the 
eaves at 24-inch centers, more or less, as desired. The Roofing 
is then applied over the strips, running the sheets parallel with 
the peak or the eaves, after which the Roofing may be painted any 
desired color or left in its natural condition. 

Specifications. — ( Tohe included in carpenter^ s specifications.) 
After the roof boards have been applied, over them place 2-inch 
half-round wooden strips, running same from the peak to the 
eaves at 24-inch centers, securing firmly with nails. 



I I 

^4’- H 


Roofing to be of H. W. Johns-Manville Co.’s Standard Man- 
ville Brand Asbestos Roofing, to be applied by the manufacturer, 

or Contractor. 
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ADAPTED TO TtlE FINEST BUILDINGS 
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Beginning at the peak or high point, lay the roofing parallel 
with same, commencing at one end and nailing firmly, leaving 
the bottom edge open so that the under sheet may be slipped in 
place, allowing for a 2-inch lap throughout. The roofing to be 
nailed at the laps with J-M Special Large Head Nails 2 inches 
apart or f inch back from the edge of the sheet. No lap cement 
or other cement shall be used at the laps. No nails must be 
driven in the roofing at any place except at the laps. 

Specifications for J-M Asbestos Flash- 
ings for Valleys, Flat Decks and 
Connections on Slate, Tile 
and Shingle Roofs 

Use H. W. Johns-Manville Co.’s Manville Brand Asbestos 
Roofing 32 inches wide, applied as follows: 

Roofing to be cut into proper lengths and laid — black side 
up — parallel with eaves or gutters (or across the pitch or slope) 
lapping joints 3 inches and cementing between joints with J-M 
Lap Cement (supplied with roofing); nailing laps every inches 
or 2 inches apart, J inch back from edge of joints (nails supplied 
with roofing). Nail heads and seams to be coated with J-M 
Lap Cement. If paint for color effect is desired, use J-M Regal 
Roof Coating. 

Valleys. — ^To be lined with H. W. Johns-Manville Co.’s 
Standard- Manville Valley Lining^ supplied in 16-inch widths 
and nailed at edges with Galvanized Nails (supplied with lining) 
nailing every 8 inches. Lapping end joints 6 inches. 

Box Gutters. — ^To be lined with H. W. Johns-Manville 
Co.’s Standard- Manville Gutter Lining, using full width of sheet, 
to be formed and pressed into gutter and nailed only on top edge 
with 6-inch laps. Ends to be cut to fit box and properly coated 
with Lap Cement. 

Flashings. — ^To be made of H. W. Johns-Manville Co.’s 
Manville Brand Asbestos Roofing; with galvanized iron cap 
flashing. 
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J-M Brands of Roofing 

Although we furnish several brands of J-M Asbestos Roofing, 
it should be distinctly understood that there is hut one quality. 
The difference between the brands consists only in the number 
and arrangement of the plies. Where maximum durability is 
desired the four-ply brands are recommended, while for lighter 
and more temporary construction the lighter weight grades will 
be found satisfactory. 

Heavy Brooks Brand. — An all asbestos and asphalt four- 
ply roofing, shipped in flat sheets. Does not require unrolling. 
This roofing is suitable for steep surfaces, laid v/hite side to the 
weather. On flat surfaces having a pitch of less than 2 inches 
to the foot, the black side should be laid to the weather. 

Standard-Manville Brand. — A heavy four-ply roofing 
furnished in rolls consisting of three plies of asbestos and as- 
phalt, reinforced with heavy burlap, saturated. The burlap 
gives it great strength. 

Three-Ply Brooks Brand. — Composed of three plies of 
Asbestos felt and asphalt. Otherwise similar to Heavy Brooks 
Brand, except that it is put up in rolls. 

Century Brand. — This consists of three plies. One 
saturated sheet in the center cemented between two sheets of 
Asbestos felt. This brand is very extensively used for poultry 
houses, sheds, and buildings of temporary character. 

We have a variety of brands in addition to those listed above 
and will furnish full information and prices on request. 

Remember, we have a roofing adapted to every class of build- 
ing from the most modest farm building^to the finest city structure. 

PRICE LIST, PAGE 44. WRITE FOR SPECIAL DISCOUNT 
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BEST POR 6AS WORKS AND CHEMieAL PLANTS 


EVEPETT GAS WORKS. EVERETT, WASH. 

NOTE HOW THE GAS FUMES HAVE EATEN AWAY THE IRON SIDING BUT 
HAVE NOT AFFECTED THE ROOF, COVERED WITH U-M ASBESTOS ROOFING. 
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We offer you the benefit of expert advice absolutely free of cost. 
In writing for roofing suggestions, please give following par- 
ticulars : 

Class of building. 

Style of roof — whether saw-tooth, concrete, flat, pitched, old 
tin, old shingle. 

Number of squares required. 

J-M Ajax Asbestos Roofing and 
Insulating Felts 

These felts are intended for use under weather boards as 
linings for slate and metal roofs, refrigerator cars, and other 
roofing, waterproofing, and sheathing purposes, for which they 
have no equal. They are weather-proof, waterproof, acid-proof 
and odorless. Composed of pure asbestos felt, thoroughly 
saturated with pure J-M Ajax Asphalt, producing an all-mineral 
product. Owing to the absence of any vegetable, animal or 
organic matter, they are permanently durable and will not rot 
or deteriorate on exposure to the weather. 

These felts are stronger and much more durable than tar 
paper, as the latter is usually made of wool felts saturated with 
coal tar and the heat of the sun soon dries out the essential oils, 
leaving the material dry and brittle and subject to rapid decay. 

A very satisfactory built-up roofing can be made by com- 
bining several thicknesses of these Felts with alternate layers of 
Ajax Asphalt Cement, see page 35. This produces a roofing 
which is strong and durable and unaffected by heat or cold. 

Ajax Asbestos Felts are supplied in rolls 36 inches wide. Put 
up in 3 and 5 square rolls, except Boston Brand. Order by 
the square. 


Weight (Approx.) 

Boston Brand, 500 sq. ft. to roll 45 lbs. per roll 

Ajax N^o. 1, 108 sq. ft. to roll 11 ** “ square 

Ajax No. 2, 108 sq. ft. to roll 14 “ “ “ 

Ajax No. 3, 108 sq. ft. to roll 18 “ “ 

Ajax Double Thick, 108 sq. ft. to roll 24 “ 


PRICE LIST, PAGE 44. WRITE FOR SPECIAL DISCOUNT 
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►M ASBESTOS COOPING AND SIDING. 


mmo STORAGE COMPANYl 


^^^CHOUSS 


'^NGetfs^ fi 
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BEST FOR WAREdOUSES AND 
eOLD STORAGE PLANTS. 
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For Waterproof Floors 

Ajax Asbestos Felts are also extensively used for laying 
waterproof floors. On application we will furnish directions for 
doing this class of work. 


J-M Ajax Asbestos Waterproofing 



The most permanent preventative against moisture and damp- 
ness rising through walls. Will last as long as cement or brick. 
For waterproofing tunnels, dry docks, reservoirs, concrete floors, 
office building foundations, swimming tanks, fortifications, etc., 
it is without an equal. 

Ajax Felt, being made of asbestos — an indestructible mineral — 
will not deteriorate under exposure to moisture and dampness, 
whereas tar papers, which are sometimes used for this purpose, 
quickly decay, owing to the body fiber being an organic or wool 
felt. 

One of many important installations of Ajax Felt and Asphalt 
is the Naval Dry Dock at Charleston, S. C., the largest concrete 
dock in the world — which is waterproofed throughout with these 
materials. 

Ajax Asphalt Cement, listed on page 35 may be used ad- 
vantageously in connection with Ajax Asbestos Felt (see page 31). 
PRICE LIST, PAGES 44-45. WRITE FOR SPECIAL DISCOUNT 
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J-M Point-tite Tinners’ and Slaters’ 
Roof Cement 

The very best cement for pointing up tin work, slate work, or 
flashings, where a cement is required that will stand the expansion 
and contraction caused by changes of the weather. This cement 
has been on the market for over forty years, and has always been 
found, after years of wear, to be full of “life” and the oils so 
essential to the life of material of this kind. 

Tinsmiths requiring a safe and permanent cement for brick 
work, diflScult joints, leaks around chimneys, dormer windows, 
stand pipes, hanging gutters, skylights, scuttles, window and 
glass work, etc., will find this the least expensive and most adapt- 
able for their work. 

Put up in plastic form and remains elastic. Ready for ap- 
plication with trowel or knife. Furnished in brown or black, as 
ordered. 


J-M Ajax Asphalt Cement 

Ajax is the highest grade of asphalt ever produced and is 
adapted for all roofing and waterproofing purposes. It is made 
of genuine Trinidad Lake asphalt which 
is generally acknowledged to be the best 
grade of asphalt obtainable. We refine 
Ajax direct from the crude material in 
our own refinery and are thus able to 
guarantee the quality of this product. 

Ajax is put up in barrels, kegs and 
tin packages, and full directions for use, 
furnished with each package. 

PRICE LIST, PAGE 45. WRITE FOR 
SPECIAL DISCOUNT 
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Asbestoside 

An Asbestos Wall Siding for Factory Plants, 
Warehouses, Barns, Etc. 

Asbestoside is recommended as a siding in place of clap- 
boards, shingles and iron wall coverings over sheathing, because 
of its lower first cost, greater durability and weatherproof and 
fire-resisting properties. Asbestoside occupies the same position 
with respect to other 
siding materials as 
J-M Asbestos Roof- 
ing does in the 
roofing line. It is 
easily, cheaply, and 
quickly applied, ex- 
tremely durable and 
absolutely water- 
proof and weather- 
tight. 

Asbestoside is 
rapidly coming into 
general use for fac- 
tories, ice houses, storehouses, automobile garages, poultry 
buildings, stables, barns, bungalows, etc., because of its superior- 
ity over all other forms of siding. 

The basis of Asbestoside is pure asbestos fiber and asphalt. 
The indestructible rock fiber is worked into strong, flexible sheets, 
which are then heavily saturated with the most lasting and dur- 
able weather resisting material known to science— pre- 
pared natural asphalt — which renders the sheets permanently 
impervious to water or moisture. 

Several sheets of this waterproofed asbestos are then cemented 
firmly together by means of layers of the same tenacious natural 
asphalt, which never dries out, becomes brittle nor softens enough 
to run under any climatic conditions. 

Asbestoside is, therefore, a composite material, proof against 
fire, water, acids, gases, chemical fumes and all weather con- 
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ditions. It lasts as long as the framework of the building stands, 
because both the asbestos fiber and the asphalt are indestructible 
mineral 'products. 

As it is an excellent non-conductor of heat or cold, it keeps 
the building warm in winter and cool in summer. The saving 
thus effected in the cost of fuel for heating is often enough to pay 
for the Asbestoside many times over. 

Buildings sided with Asbestoside present a white surface 
which gives them a neat and attractive appearance without paint- 
ing of any kind. Where an extra finish is desired, moulding strips 
1 to 6 inches wide can be placed over the edges of the Asbes- 
toside. If these strips are then painted in some color which 
contrasts with the Asbestoside, a very pleasing effect is ob- 
tained. 

Special large headed galvanized nails are furnished (see de- 
scription on page 21), which obviate the necessity of unsightly tin 
caps and give a very neat finish to the building. 

Asbestoside never rots or splits like wood — never rusts like 
tin or iron — never leaks, decays or disintegrates like felt or build- 
ing paper and never requires painting like all other siding ma- 
terials. It costs less than clapboards, shingles, and metal sidings. 

Regularly fur- 
nished in flat sheets, 

32 by 50 inches or 16 
by 50 inches, or cut 
to smaller sizes, if de- 
sired. Furnished in 
three brands as fol- 
lows : 

Standard Brand: Composed of three separate plies of 
Asbestos felt, with heavy burlap center to give additional strength 
— the whole cemented together with J-M Waterproof Compound. 

Shield Brand: Similar to Standard, having four separate 
plies of Asbestos felt, but no burlap center. 

Star Brand: Similar to Shield Brand, except that it has 
three plies of Asbestos felt instead of four. 

Asbestoside is shipped in crates, complete with special large 
headed galvanized nails. 

Samples of Asbestoside furnished on application. 

PRICE LIST, PAGE 44. WRITE FOR SPECIAL DISCOUNT 
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Specifications for J-M Asbestoside for 
Exterior Wall Siding 

After the building has been rough-sheathed, cover the sides 

of same with H. W. Johns-Manville Co.’s Asbestoside 

Brand, white side to the weather, applying the 

sheets longitudinally or parallel with the cornice or eaves, lapping 
the perpendicular or cross seams 3 inches and the horizontal or 
long seams 2 inches, nailing with J-M Large Headed Galvanized 
Nails, 2 inches apart on the long seams and 1 inch apart on the 
cross seams, f inch back from the edge of the sheet. 

To insure the siding being applied evenly, a chalk line should 
be snapped across the building so that the sheets will be in proper 
alignment. Door or window openings should be faced with a 
10-inch strip of Asbestoside (before the frames or sashes are 
erected) all around the same so that the siding proper may be 
slipped under the same. The sheets should be applied so that the 
joints break in the center, and to secure this result commence the 
second course of siding with a half sheet so that each succeeding 
joint will break in the center of the sheet above. 

Perpendicular Siding 

Description. — To secure an old English Stucco half-timber 
effect, we recommend the application of the siding perpendicu- 
larly, covering the same with a wooden strip anywhere from 
3 inches to 6 inches wide, which may be stained any desired color 
and some very attractive effects secured from same. 

Specification. — After the building has been properly 
sheathed, cover all sides with H. W. Johns-Manville Co.’s As- 
bestoside, Brand, white side to the weather. 

Cut sheets from the roll, same length as the height of the building 
under the eaves and apply the sheet perpendicularly with a 3-inch 
lap, nailing 1 inch apart with Special Large Head Galvanized 
Nails, J-inch back from the edge of the sheet. 

(The specifications above covering the application of material 
around window and door openings, apply here also, and the 
architect should also specify whether he desires the seams covered 
with a wooden strip, also whether the strips should be painted or 
not.) 
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J-M Regal Roofing 

“THE ROOFING \MTH LIFE” 

Regal Roofing is the king of all wool felt, smooth surfaced and 
so-called “rubber” roofings, because it is far superior in dura- 
bility. It is called “the roofing with life” because it does not dry 
out and crack, but retains its “life” indefinitely. This is due to 
the peculiar asphalt used in the saturation of the body 
felt, which is softer than the outer coating, and 
which gradually — but very slowly — ogives up its oils 
and thus continually renews the coating — in this 
way preserving and protecting the outer surface of 
the roofing from the heat of the sun and other 
climatic conditions. 

Regal Roofing is composed of natural asphalts 
(genuine Trinidad Lake asphalt being its base), 
properly processed and combined so as to withstand 
oxygen, sunlight, acids, wind, rain, snow, heat, and 
cold. It is highly fire-resisting. The roofing is 
thoroughly saturated with asphalt of a non-volatile 
nature and also heavily coated with a compound 
composed of the same asphalt. Trinidad Lake 
asphalt has been extensively used for the past 
thirty years for street paving purposes, where the 
conditions are much more severe than in roofing, 
and it has proven its perfect adaptability for such 
requirements. As a result, this asphalt has been se- 
lected by us as the best weather-proofing compound obtainable. 

The body felt of Regal Roofing is a high quality wool felt, 
which is manufactured in our own mills. The asphalt is also 
produced in our own refineries, and as a result Regal Roofing is 
manufactured complete from the crude materials in our own 
factories and under our own personal supervision. Thus we 
are able to produce not only the best grade of roofing of this 
class which can be obtained, but also to offer it at the lowest 
price consistent with the high quality of the product. While 
low in price, Regal Roofing should not be confused with the 
many so-called “cheap” roofings, most of which are made only 
to sell, as experience has shown that they are dear at any price. 

42 



"book for the WhiteTop^ 


Every roll of Regal Roofing is covered by a broad, liberal 
guaranty which we issue direct to the user and which fully pro- 
tects him. 

Regal Roofing gives excellent service in any climate — any- 
where. It can be applied by anyone, as full directions are sup- 
plied with each roll. Put up in rolls of 216 square feet (allowing 
16 square feet for laps and flashings), also nails and liquid 
cement — all packed complete in a single package. 

Samples and prices furnished on application. 


J-M Regal Roof Coatings 

BLACK 

Regal Roof Coating is recommended for roofs of all kinds, 
such as tin, sheet iron, felt and “rubber” type of ready roofings, 
as well as for all other conditions where protection from the 
elements is required. 

This coating is made of pure asphalt and it is absolutely free 
from coal tar or pitch. The solvent used is a combination of 
pure linseed and other oils. This material is so refined that the 
essential oil will not be drawn out by heat and the coating will 
retain its waterproof properties much longer than any other 
similar product, making it the most economical coating to use. 
One gallon will cover one square or 100 square feet. 

COLORED 

colors: light red, maroon, brown, terra cotta and green 

Colored Regal Roof Coating is prepared especially for use on 
J-M Regal or other “smooth surfaced” or “rubber” roofings and 
metal roofs of all kinds. It is also recommended for J-M As- 
bestos Black Surfaced Roofing, where it is desired to secure artistic 
effects. 

It forms an impervious, durable preservative coating, greatly 
prolonging the life of the roofing and protecting it from effects 
of the sun. The colors are beautifully clear and permanent, ren- 
dering a most attractive finish to any building. 

PRICE LIST, PAGE 45. WRITE FOR SPECIAL DISCOUNT 
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Standard List Plice List 

ROOFINGS 

J-M ASBESTOS ROOFING 

To cover 100 square feet to the weather. Complete with Galvan- 
ized Nails and Lap Cement 

Order hy the Square^ not hy the roll 


Standard Manville Brand, in 2 square rolls, 32 inches 

wide, with strong Saturated Burlap Center $6.60 

4 Ply Heavy Brooks Brand, flat sheets 32 x 82 inches, 6 

sheets to the square 6.60 

3 Ply Brooks Brand, in 2 square rolls, 32 inches wide 4 . 90 
Century Brand, In 2 square rolls, 32 inches wide 4.40 

Manville Brand, in 2 square rolls, 32 inches wide, for piazza and dor- 
mer roofs, flashings, lining valleys and gutters 6.60 

ROOFING AND INSULATING FELTS 

Boston Brand, per roll (500 sq. ft.) $4.50 

Ajax Nq. 1, Light, per square (108 sq. ft.) 1.20 

“ No. 2, Medium, per square (108 sq. ft.) 1.50 

“ No. 3, Heavy, per square (108 sq. ft.) 2.00 

“ Double Thick, per square (108 sq. ft.). Extra Heavy 2 . 40 


SIDING 

ASBESTOSIDE WALL SIDING 

Complete with Galvanized Large Head Nails. 

, ^ Price per sq. 


Standard Brand, in sheets 32 x 50 inches $6.50 

16x50 inches 7.00 

Shield “ “ 32x50 inches 6.50 

“ 16x50 inches 7.00 

Star “ “ 32x50 inches 5.25 

16x50 inches 5.50 

Asbestoside also furnished in rolls at same prices 

WATERPROOFING 

AJAX ASBESTOS FELTS 

3-Ply (Burlap Center), per square $5.00 

2-Ply, per square 3.50 

1-Ply, per square 2.40 
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J-M ROOFING NAILS 


100 lbs. and over, per pound $0.12 

Less than 100 lbs., per pound 15 


J-M REGAL ROOF COATING— BLACK 


Per Standard Gallon. 

Bbls. 

50 to 30 
Gals. 

Kegs. 

20, 15, 10 & 5 
Gals. 

Pails. 
3. 2 & 1 
Gals. 

Black 

85 

$1.00 

$1.20 

Lap Cement 

$1.00 

1.20 

1.40 


J-M REGAL ROOF COATING— COLORS 
colors: light red, maroon, brown, terra cotta and green 

Per Standard Gallon. Bbls. 


15&20 
Gal. 

Kegs. 

All Colors $1.25 $1.28 $1.30 $1.35 $1.40 


Half 

Bbls. 


5 & 10 1 Gal. Pis. 

Gal. 6 in a 
Drums. case. 


J-M ROOFING BRUSHES ^ ^ 

Per doz. 

Best quality, 2 knot $21.50 


Common, 


22.50 

41.00 

15.50 

19.00 

22.00 


POINTITE ROOF CEMENTS 

50 & 25 lb. Pails. 1 0 lb. Cans. 5 lb. Cans. 


Brown 9cts.perlb. 93 cts. each 57 cts. each 

Black 8 cts. per lb. 85 cts. each 46 cts. each 


Per Standard 
Gallon. 


AJAX ASPHALT CEMENT 

Bbls. Kegs 

50 to 30 20 to 10 

Gals. Gals. 

price. 45 cts. 55 cts. 


Ton Lots 
Special 


Small 

Packages. 

65 cts. 


DISCOUNTS ON APPLICATION 
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How J-M Roofings Are Put Up 
for Shipment 

Roofing is measured by the square, which contains 108 square 
feet, allowing 100 square feet to the weather after the laps are 
made. 

Our regular roofings are all 32 inches wide and 40 feet 8 
inches long, and are shipped in rolls (except Heavy Brooks 
Brand Flat, which is put up in sheets and crated). The roofing 
is wound on a round wooden core 3^ inches in diameter, which 
makes the roll solid and firm. Each end of the roll is protected 
with a strong canvas head, and the package is then wrapped 
with a sheet of strong paper. 

We use a special nail, made to our order (see page 21), which 
eliminates the necessity for a tin cap. Two pounds of nails are 
shipped to each square. 

J-M Lap Cement does not require heating; one- third of a 
gallon accompanies each square of J-M Asbestos Roofing. 

We usually pack our nails and cement separately, as we 
consider that it is more convenient for a customer. We also 
pack the nails and cement inside the core, and are glad to 
accommodate anyone who would prefer a shipment put up this 
way. 

Instructions for applying the roofing are sent with each roll 
and with each invoice. 

PRICE LIST, PAGE 44. WRITE FOR SPECIAL DISCOUNT 
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Testimonials 

% 

We have received thousands of testimonials and letters en- 
dorsing J-M Asbestos Roofing, emanating from all parts of the 
world. 

We can refer to customers in any part of the United States 
and give, herewith, a partial list of representative firms who 
have used this roofing. 

Partial List of Users of J-M Asbestos 
Rooting 

CRKMICAL PLANTS 

American Agricultural Chemical Co Barberton, Ohio 

Columbia Chemical Co Barberton, Ohio 

Dow Chemical Company Midland, Mich. 

Grasselli Chemical Co Cleveland, Ohio 

Jarecki Chemical Co Sandusky, Ohio 

Nicholls Chemical Co Sulphide, Ont. 

Virginia-Carolina Chemical Co Richmond, Va. 

COAL AND MINING COMPANIES 

Birmingham Iron & Coal Co Birmingham, Ala. 

Brier Hill Coke Co Brier Hill, Pa. 

Clearfield Bituminous Coal Corporation Clearfield, Pa. 

Jefferson & Clearfield C. & I. Co Reynoldsville, Pa. 

W. P. Rend Coal Co Benton, 111. 

Rochester & Pittsburg C. & I. Co Punxsutawney, Pa. 

Stearns Coal Co Stearns, Ky. 

Susquehanna Coal Co New York, N. Y. 

Tennessee Coal, Iron <k R. R. Co Birmingham, Ala. 

Washington Coal & Coke Co Dawson, Pa. 

IRON WORKS, ETC. 

Chicago Brass Co Kenosha, Wis. 

Cleveland-Cliffs Iron Co Gladstone, Mich. 

Hoyt Metal Co Granite City, 111. 

Illinois Steel Co Chicago, 111. 

Massillon Iron & Steel Co Massillon, Ohio 

National Tube Co Pittsburg, Pa. 

Ohio Malleable Iron Co Columbus, Ohio 
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IRON WORKS, Continued 


Phoenix Iron Works Meadville, Pa. 

Provincial Steel Co Cobourg, Ont. 

Republic Iron & Steel Co Pittsburg, Pa. 

Rockford Malleable Iron Co Rockford, 111. 

Union Iron Works Springfield, Mo. 


LUMBER COMPANIES 


Blomet Decker Lumber Co Alto, Texas 

Bradley Lumber Co Warren, Ark. 

Wm. Carlisle & Co. Onalaska, Texas 

Dirkes Lumber & Coal Co De Queen, 111. 

Edgar Lumber Co Wesson, Ark. 

Enid Lumber Co Enid, Okla. 

Foster Lumber & Coal Co Valparaiso, Ind. 

Marquette Lumber Co Grand Rapids, Mich. 

J. J. Newman Co Hattiesburg, Miss. 

Roddis Lumber & Veneer Co Marshfield, Wis. 

Townley Mill & Lumber Co San Francisco, Cal. 

Tremont Lumber Co Rochelle, La. 

Twin Tree Lumber Co Maples ville, Ala. 

Vacherie Cypress Co Vacherie, La. 

MACHINERY MANUFAOTURERS 

Allis-Chalmers Co Milwaukee, Wis. 

American Car & Foundry Co Wilnaington, Del. 

Baker-Motor Vehicle Co Cleveland, Ohio 

Brown Hoisting Machinery Co Cleveland, Ohio 

Buick Motor Co Flint, Mich. 

Bullock Electric Mfg. Co Cincinnati, Ohio 

Canadian Road & Machine Co Hamilton, Ont. 

Ingersoll Milling Machinery Co Rockford, 111. 

International Harvester Co Hamilton, Ont. 

Jeffrey Mfg. Co Columbus, Ohio 

Jewel Motor Car Co Massillon, Ohio 

Kelley-Springfield Road Roller Co Springfield, Ohio 

Marquette Engine Works Marquette, Mich. 

Peerless Motor Car Co Cleveland, Ohio 

Providence Engineering Works Providence, R. I. 

Smith Machine Co., H. B Westfield, Mass. 

Stover Engine Works Freeport, 111. 

MANUFACTURERS— MISCELLANEOUS 

American Ball Bearing Co Cleveland, Ohio 

American Steel & Wire Co Cleveland, Ohio 

American Watch Case Co Toronto, Ont. 

Andrews Heating Co Minneapolis, Minn. 

Atlantic Refining Co Philadelphia, Pa. 

Birmingham Car & Mfg. Co Birmingham, Ala. 
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MANUFACTURERS— MISCELLANEOUS— Con(inu«i 


Blackford Window Glass Co Vincennes, Ind. 

Canadian Kodak Co., Ltd Toronto, Ont. 

Comstock-Castle Stove Co Quincy, 111. 

D. Culburtson Stoneware Co White Hall, 111. 

Diamond Match Co Barberton, Ohio 

Diamond Rubber Co Akron, Ohio 

East Liverpool Potteries Co h^ast Liverpool, Ohio 

Federal Glass Co., The Columbus, Ohio 

Flint Wagon Works Flint, Mich. 

Garlock Packing Co Palmyra, N. Y. 

Glidden Varnish Co Cleveland, Ohio 

Goodrich Co., B. F Akron, Ohio 

Goodyear Tire & Rubber Co Akron, Ohio 

Hamilton Mfg. Co Two Rivers, Wis. 

Imperial Glass Co Bellaire, Ohio 

Jackson Fence Co Jackson, Mich. 

Kilbourne & Jacobs Mfg. Co Columbus, Ohio 

Kinnear Mfg. Co Columbus, Ohio 

Balance & Grosjean Mfg. Co New York, N. Y. 

Michigan Carbon Works Detroit, Mich. 

Milton Mfg. Co Milton, Pa. 

Mullins Co., W. H Salem, Ohio 

Myers & Bro., F. E Ashland, Ohio 

National Tile Co Anderson, Ind. 

Ohio Brass Co Mansfield, Ohio 

Paducah Cooperage Co Paducah, Ky. 

Queens Run Fire Brick Co Lock Haven, Pa. 

Refuge Cotton Oil Co Vicksburg, Miss. 

Republic Stamping & Enameling Co Canton, Ohio 

St. Landry Cotton Oil Co Opelousas, La. 

St. Lawrence Starch Co Port Credit, Ont. 

St. Louis Portland Cement Co St. Louis, Mo. 

Sibley Quarry Co Sibley, Mich. 

Spirella Corset Co Niagara Falls, Ont. 

Standard Oil Co. . . New York, N. Y. 

Sterling Electrical Co Warren, Ohio 

Stover Mfg. Co Freeport, 111. 

Thomas & Sons Co., R East Liverpool, Ohio 

Toledo Ship Building Co Toledo, Ohio 

Turnbull Wagon Co Defiance, Ohio 

United States Radiator Co Minneapolis, Minn. 

Warner & Swasey Co Cleveland, Ohio 

Western Sugar Refining Co San Francisco, Cal. 

Washburn-Crosby Co Minneapolis, Minn. 

Weaver Mfg. Co Corinth, Miss. 

Williams Patent Crusher & Pulv. Co St. Louis, Mo. 

Woodmansee Mfg. Co Freeport, 111. 
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MANUFACTUREIIS— MISCELLANEOUS— Conrtmieci 


Worrawith Piano Co Kingston, Ont. 

Youngstown Furnace & Supply Co Youngstown, Ohio 

3 in One Oil Co New York, N. Y. 

Buckner’s Orphanage V f Dallas, Texas 

Dyer County Fair Ass’n Dyersburg, Tenn. 

Electric Park Amusement Co Detroit, Mich. 

Elks’ Theatre Baton Rouge, La. 

Empire Theatre Co San Francisco, Cal. 

Harlem Park Pavilion Rockford, 111. 

Illinois State Fair Buildings Springfield, 111. 

Ohio State Capitol Annex Columbus, Ohio 

Ohio State University (Cattle Barns) Columbus, Ohio 

Oppenheimer Apartments Detroit, Mich. 

Portsmouth High School Portsmouth, N. H. 

State Asylum Ionia. Mich. 

State Institution for Feeble-Minded Youths Columbus, Ohio 

Toledo Exhibition Co .Toledo. Ohio 

Jacob Tome Institute Port Deposit, Md. 


RAILROAD COMPANIES 
Boston & Maine Railroad Co 

C. & N. W. R.R 

Delaware & Hudson Co 

D. T. & I. R.R 

Gulf, Colorado & Santa Fd Ry 

Hocking Valley Railway Co 

International & Great Northern Railway Co 

Kansas City Southern Railway 

Lake Shore & Rock Island Depot 

Michigan Central Railroad Co 

Mississippi River & Bonne Terre R.R. Co 

Mobile & Ohio R.R. Co 

Panama Railway Co 

Pennsylvania Railroad 

Philadelphia & Reading Ry 

Portsmouth, Dover & York St. R. R. Co 

Southern Pacific Co 

Stuyvesant Docks, I. C. R.R, 

Union Passenger Station 

West Shore Round House (N. Y. C.) 

Youngstown & Ohio River R.R. Co 


Boston, Mass. 

Chicago, 111. 

.New York, N. Y. 

. . . Jackson, Mich. 

. . .Cleburne, Texas 
. . .Columbus, Ohio 
. . . Palestine, Texas 
. .Kansas City, Mo. 

Chicago, 111. 

.... Detroit, Mich. 

. . Bonne Terre, Mo. 

Mobile, Ala. 

. . New York, N. Y. 

. . New York, N. Y. 

. .Philadelphia, Pa. 
.Portsmouth, N. H. 
. . Sacramento, Cal. 

. .New Orleans, La. 
. . . .Columbus, Ohio 
East Buffalo, N. Y. 
. Youngstown, Ohio 


Allen’s Sons Co., N. R Kenosha, Wis. 

American Woolen Co Boston, Mass. 

Anderson Brothers San Francisco, Cal. 

Arlington Hotel Hot Springs, Ark. 

Armsby Co., J. K Fresno, Cal. 
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M ISCELL A N EO US — Continued 


Atlantic Squab Co 

Baker & Co., E. A 

Barber Bros, Co., Ltd., Wm 

Bardeen Paper Co 

Bartlett, Kuhn & Co 

Blum Shoe Co 

BriarclifP Farms 

California Canneries Co 

California Market Co 

Cedarburg Woolen Mills 

Champion Coated Paper Co 

Cosmopolitan Hotel 

Detroit Sulphite Pulp & Paper Company- 

East Liverpool Traction & Light Co 

Eldridge & Higgins Co 

Eureka Fertilizer Co 

Footers’ Dye Works 

Goulds Mfg. Co., The 

Granite City Lime and Cement Co 

Gulf Refinery Co 

Gunlock Chair Co., W H 

Hiett Wagon Co 

Highland Milling Co 

Howe Sons Electric Light Plant, J. Q. . . 

International Paper Co 

International Stock Food Co 

Kelly Island Lime & Transport Co., The. 

Leland Oil W^'orks 

Martin-Strelau Co 

Merchants Ice & Cold Storage Co 

Moulton Hill Vineyard 

National Lead Co 

New Century Milling Co 

Oak Park Power Company 

Pabst Brewing Co 

Parkersburg Dock Co 

Patterson, J. T 

Rockford Electric Co 

Silliman Hardware Co 

Southland Hotel 

Stuck & Son, C. A 

U. S. Government 

U. S. Leather Co 

Union Elec. Light & Power Co 

Wayland Canning Co 

Weston-Mott Co 

Wilson, C. C 

Young & Co., W. D 


Da Costa, N. J. 

Evansville, WTs. 

Georgetown, Ont. 

Otsego, Mich. 

Terre Haute, Ind. 

Dansville, N. Y. 

Briarcliff and Pine Plains, N. Y. 

San Francisco, Cal. 

San Francisco, Cal. 

Cedarburg, Wis. 

Hamilton, Ohio 

Texarkana, Ark. 

Detroit, Mich. 

East Liverpool, Ohio 

Cambridge, Ohio 

Perry ville, Md. 

Cumberland, Md. 

Seneca, N Y. 

Granite City, 111. 

. , Gretna, La. 

W^ayland, N. Y. 

Jonesboro, Ark. 

Highland, 111. 

Phelps, N. Y. 

New York, N. Y. 

Minneapolis, Minn. 

Cleveland, Ohio 

Leland, Miss. 

Dubuque, Iowa 

Los Angeles, Cal. 

Cloverdale, Cal. 

New York, N. Y. 

Dallas. Texas 

Flint, Mich. 

Milwaukee, Wis. 

Parkersburg, W. Va. 

Perryville, Md. 

Rockford, 111. 

. . . ."I . Palestine, Texas 

Dallas, Texas 

. Jonesboro, Ark. 

Washington, D. C. 

New York, N. Y. 

St. Louis, Mo. 

Wayland, N. Y. 

Flint, Mich. 

Lewiston, Me. 

Bay City, Mich. 
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J-M Asbestos and Magnesia Products 


J-M NON-CONDUCTING COVER- 
INGS 

(AsA: for Catalog No. 100) 

Asbesto-Sponge Felted Covering and 
Sheets 

Asbestos Fire-Felt Covering, Sheets 
and Blocks ^ 

J-M 85 per Cent. Magnesia Covenng, 
Cement and Blocks 
Asbestos Moulded Covering and Block 
Asbestos Air-Cell Covering and Sheets 
Asbestocel Covering and Sheets 
J-M Sectional Conduit 
Vitribestos Materials 
Nonpareil Cork 


J-M PACKINGS 

(Ask for Catalog No. Ill) 

Coil, Spiral and Ring Packing 
Kearsarge Packing, Sheet, Gaskets 
and Rings 

Triplex Sheet Packing 
Asbestos Wick and Rope Packing 
Asbestos Gaskets 

Asbestos and Rubber Rings and 
Gaskets 

Vulcabeston Packing , ^ , 

Permanite Sheet Packing and Gaskets 
Morris Metallic Packing 


J-M ROOFING AND BUILDING 
MATERIALS 

{Ask for Catalog No. 102) 

J-M Asbestos Roofing 
Asbestoside 
Regal Roofing 
Keystone Hair Insulator 
Transite Asbestos Wood 
Transite Asbestos Shingles 
Asbestos Sheathing 
Asbestic Wall Plaster 
J-M Asbestos Stucco 
Sanitor Closet Seats and Tanks 


J-M COLD STORAGE INSULATION 
(Ask for Catalog No. 112) 

Pure Cork Sheets 
Indurated Fiber Boards 
Impregnated Cork Boards 
Keystone Hair Insulator 
Rock Wool Block 
Granulated Cork 


J-M FIREPROOF CEMENTS, ETC. 

Asbestos Plastic Stove Lining 
Phoenix Asbestos Dry Stove Lining 
Sealtite Stove Putty 
Vitrex Asbestos Retort Cement 


J-M ASBESTOS FABRICS AND 
SPECIALTIES 

Asbestos Cloth — All Styles 
Asbestos Theatre Curtains 
Asbestos Rope, Cord and Twine 
Asbestos Gloves and Mittens 

J-M ASBESTOS HOUSEHOLD 
ARTICLES 

(Ask for Catalog No. 105) 

Asbestos Table Covers, Mats, etc. 
Asbestos Cooking Utensils 


J-M ELECTRICAL SUPPLIES 

Linolite System of Electric Lighting 
“Noark” Enclosed Fuse Devices 
J-M Overhead Line Material 
J-M Electric Heaters 
Electrical Insulating Sheets 
The Electrotherm, an Electrical Heat 
ing Pad 


J-M SPECIALTIES 

Magic Boiler Preservative 
Manville Fire Extinguisher 
Success Fire Extinguisher 
Leak-No Metallic Compound 
Ferro Compound 
H-0 Pipe Joint Cement 
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